


WHEN YOU MOUNT AXLES ON GRAIN CART

FIRST, HAVE HITCH AT HEIGHT IT WOULD BE IF HOOKED TO TRACTOR.
THEN WHEN YOU MOUNT AXLE, HAVE MOUNTING BOLT AS STRAIGHT AS
POSSIBLE.

MOUNTINGBOLT

ALSO, HAVE AXLE AS STRAIGHT AS POSSIBLE IN RELATIONSHIP TO CART.
TOP VIEW l( SUPPORT BEAM
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BE SURE TAGS MARKED TOP FACE UP.

ON 3 3/4" AXLE, THE BACK 9 1/4" SHOULD BE IN TUBE THE REST OUT.
ALSO ON 3 3/4" AXLE YOU SOMETIMES NEED TO MAKE A SPACER FOR
GREASE SEAL ON HUB. ON 3 1/8" AXLE SUPPORT UP TO WITHIN 1/2 TO
3/4 INCH OF SENSOR CAN. ON 3 3/4" AXLE P.V.C. TUBING WORKS AS

A SEAL SPACER. , S
[: ~==N{ 1/2" TO 3/4" SENSOR CAN

HORIZONTAL BOLT

ON J & M CARTS YOU WILL WANT TO PLACE SOME FLAT IRON SHIMS
UNDERNEATH THE SUPPORT SLEEVE BECAUSE THE SPINDLE IS SHORTER
THAN THE SLEEVE AND THE SHIMS HELP SUPPORT THE SPINDLE.
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IMPORTANT

GRAIN CART OPERATORS

MUST READ THIS BEFORE ATTEMPTING
TO USE THIS SCALE

THE FOLLOWING STEPS MUST BECONSIDERED WHEN USING YOUR
SCALE OR ELSE YOU WILL NOT REALIZE ITS BEST PERFORMANCE.
J-STAR SCALES ARE MANUFACTURED TO PROVIDE +1/2% MAXIMUM
ERROR. A GOOD INSTALLATION AND PROPER USE ARE REQUIRED IN
ORDER TO OBTAIN ADVERTISED ACCURACY.

A GOOD INSTALLATION REQUIRES THAT ALL LOAD CELLS ARE
PROPERLY INSTALLED WITH “TOP” ACCURATELY POSITIONED.

OPERATION

TO INSURE + 1/2% MAXIMUM ERROR, THE UNIT MUST BE USED AS A
STATIONARY LOAD-OUT WEIGH HOPPER FROM BIN TO TRUCK. FOR
EXAMPLE: THE GROUND MUST BE SMOOTH AND LEVEL WITHIN 5” IN 10
FEET.

TO INSURE + 1% MAXIMUM ERROR, THE UNIT MUST BE USED SO THAT
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ALL WEIGHT MEASUREMENTS OCCUR ON FLAT, SMOOTH GROUND
(MAXIMUM OUT OF LEVEL 10” IN 10 FEET). IDEALLY, ALL WEIGHT
MEASUREMENTS FOR A FIELD WOULD OCCUR IN THE SAME SPOT.

IF WEIGHT MEASUREMENTS ARE TAKEN RANDOMLY IN THE FIELD,
THE SURFACE IS ROUGH AND RUTTED OR THE GROUND IS OUT OF
LEVEL MORE THAN 10” IN 10 FEET, THEN YOU CAN EXPECT ERRORS TO
“EXCEED” +1%.



